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PLOT DATE
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STA 9+61.90
MEET EXISTING

BITUMINOUS
SURFACE
REMOVAL

STA 10+37.42

NEW PCC
BITUMINOUS RESURFACING PAVENLENL
3/
SAW CUT
BITUMINOUS
SURFACE COURSE
1 3747 PCC PAVEMENT, 9“——///
BITUMINOUS STABILIZED
LEVELING BINDER SUB-BASE, 47
COURSE, 1 1/4” & VAR SUB-BASE GRANULAR
‘ MATERIAL, TYPE A, 8"
DETAIL A

BITUMINOUS REMOVAL AND RESURFACING

*5 REBAR
TIE BAR \

4 127

VARIES
-

AN VARIES 4-9"

PCC PAVEMENT, 9"

Iz

6
|

COMB CONC CURB AND GUTTER, TYPE B-V12
SUB~BASE GRANULAR MATERIAL, TYPE A, 8”

STABILIZED SUB-BASE, 4"

ADJACENT TO PCC PAVEMENT

\

4

PCC BASE COURSE, 8"

EX BIT PAVEMENT

*5 REBAR
TIE BAR
1o »
I
BITUMINOUS L
RESURFACING
A AN VARIES 4-6 1/4"

SUB-BASE GRANULAR MATERIAL, TYPE A, 4"

Pl secTION couNTY | JOTAL ISHEET
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STA. TO STA.
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COMB CONC CURB AND GUTTER, TYPE B-V12

ADJACENT TO PCC BASE COURSE
AND BITUMINOUS RESURFACING

COMB CONC CURB AND GUTTER, TYPE B-VI1Z2 DETAIL

NOTES:

1. THE BOTTOM SLOPE OF THE COMB CONC CURB AND GUTTER
CONSTRUCTED ADJACENT TO THE NEW PAVEMENT SHALL BE THE SAME
SLOPE AS THE SUB-BASE.

2. THE LONGITUDINAL JOINT TIE BARS SHALL BE NO. 6 AT 24 CENTERS
IN ACCORDANCE WITH DETAILS FOR LONGITUDINAL CONSTRUCTION
JOINT SHOWN ON STANDARD 420001.

3. 2 - NO. 5 REBARS CONTINUOUS AND 2 - 374 DOWEL BARS WITH
GREASE CAPS AT EACH EXPANSION JOINT. PLACE 374" EXPANSION
JOINTS AT 100’ INTERVALS, 5’ - 10’ EITHER SIDE OF STRUCTURES,
P.C.’S, AND RADIUS POINTS. SAW CONTRACTION JOINTS EVERY 10’
BETWEEN EXPANSIONS TO THE DEPTH OF 37 WITHIN 24 HOURS OF
PLACEMENT.
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